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Irfandy

Pengaruh Variasi Ketebalan Filtrasi Zeolit Terhadap Penurunan Kadar Kesadahan Air Sumur Gali di Desa Pandak Kecamatan Sidoharjo Kabupaten Sragen

(xv + 51 + 8 Lampiran)


Masalah penyediaan air bersih atau lebih khusus air minum yang sehat Merupakan salah satu masalah yang dihadapi oleh negara berkembang, termasuk di Indonesia. Air bersih menjadi masalah apabila kualitas air tidak memenuhi baku mutu sesuai dengan persyaratan permenkes RI No. 416/Menkes/Per/IX/1990 tentang air bersih yaitu 500 mg/L dan persyaratan permenkes RI No. 907/Menkes/SK/VII/2002 tentang air minum yaitu 500 mg/L. 


Kadar unsur-unsur yang terkandung dalam air bersih harus sesuai dengan yang tercantum dalam baku mutu kualitas air bersih dan air minum, supaya tidak timbul gangguan kesehatan atau kerugian teknis dan ekonomis. Gangguan atau kerugian dapat timbul Apabila air mengandung unsur-unsur dalam jumlah yang berlebihan. Kadar kesadahan di Desa Pandak adalah Sebesar 444,9 mg/L.

Tujuan penelitian ini adalah untuk menurunkan kadar kesadahan air sumur gali di Desa Pandak, Kecamatan Sidoharjo, Kabupaten Sragen. Jenis Penelitian ini adalah eksperiment dengan desain penelitian pre test-post test with control group design, dimana dilakukan perlakuan pengolahan air sumur gali dengan mencari ketebalan filtrasi zeolit yang efektif untuk menurunkan kadar kesadahan. Penelitian ini dilakukan sebanyak 3 kali pengulangan.


Dari hasil penelitian diketahui bahwa terjadi penurunan kadar kesadahan untuk ketebalan filtrasi zeolit 30 cm sebesar 94,1 mg/L, untuk ketebalan filtrasi zeolit 50 cm sebesar 79,3 mg/L, sedangakan untuk ketebalan filtrasi zeolit 70 cm sebesar 159,9 mg/L.Kualitas air setelah pengolahan sudah memenuhi kualitas air bersih dan air minum yang ditentukan. Setelah diuji secara statistik dengan uji T-Test, penurunan kadar kesadahan menunjukkan ada beda yang bermakna antara sebelum dan sesudah pengolahan. Semakin tebal filtrasi zeolit maka semakin efektif untuk menurunkan kadar kesadahan air sumur, sehingga pengolahan ini dapat dipakai sebagai alternatif untuk menurunkan kadar kesadahan.     
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Influence The Thicness Variation of Zeolite to reduction Hardness Water of the Dig Well on Pandak Village, Subdistrict Sidoharjo, Sragen District. 
(xv + 51 + 8 enclosures)

Ready problem of clean water or more special healthy drinking water Represent one of problem faced by developing countries, inclusive of in Indonesia. Clean water become the problem of if water quality do not fulfill permanent quality of as according to conditions of permenkes RI No. 416/Menkes/Per/IX/1990 about clean water that is 500 mg / L And conditions of permenkes RI No. 907/Menkes/SK/VII/2002 about drinking water that is 500 mg / L.
 
Elements Rate which implied in the clean water have to matching with contained in permanent quality of clean water quality and drinking water, so that do not arise the trouble of economic and technical loss or health. Trouble or loss can arise if water contains the abundant elements in number. Rate hardness of water in Countryside Pandak is 444, 9 mg / L.


This research target is to reduction the hardness water of the dig well [in] Pandak Village, Subdistrict Sidoharjo, Sragen District. This research Type is experiment by design is research of pre test-post test the with control group design, where done by a processing the water of treatment the dig well with searching Thicness of effective filtration zeolite to reduction the hardness. This research is done by as much 3 times repetition.

            From research result known that happened by the reduction hardness Thicness of filtration zeolite 30 cm of equal to 94,1 mg / L, to be thick of filtration zeolite 50 cm of equal to 79,3 mg / L, while to be thick of filtration zeolite 70 cm of equal to 159,9 mg / L. Water of quality after processing have fulfilled the clean water quality and drinking water determined. After tested statistically with the test T-Test, reduction the hardness show there is difference having a meaning (of) between before and hereafter processing. Thicness progressively filtration zeolite hence effective progressively to reduction the hardness water of the dig well, so that this processing is usable alternatively to reduction the hardness.
Keywords: Variation filtration, zeolite, sand, hardness of the dig well water.
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