ABSTRACT

( Fifi Wijayanthi )

THE EFFECT OF THE HIGH VARIATION OF THE  QUICKLIME  TO THE REDUCTION OF THE ROOM HUMIDITY AT  “X” INN, PRAYAN WETAN ,  CONDONGCATUR,  DEPOK  , SLEMAN, YOGYAKARTA
A comfortable bedroom is a bedroom that always get enough sunlight. The room humidity is one of the environment risk factors at the building  affect  that the spread of disease. Based on the survey the room humidity at “X” inn reaches 80% - 95%.
The purpose of the research is to know the effect of the high variation of the quicklime to the reduction of the room humidity at “X” inn and to recognize the most effective content of the quicklime to the reduction of the room humidity at “X” inn.
The Experiment Research was applied through Pre Test Post Test Only With Control Group Design. The research took place at “X” inn, Prayan Wetan, Condongcatur, Depok, Sleman, Yogyakarta.
Based on the data analysis of the humidity reduction range using One Way Anava, the probability with sig 0.00 < 0.05 was taken. It means that Ho was refused and Hα was accepted.  Thus it can be concluded that there was a significant effect of the use of the quicklime with any high variations to the reduction of the room humidity.  Based on the Post Hoc Test analysis, it can be concluded that the most effective content of the quicklime is 7 kg.
The conclusion of the research is that the use of the high variation of the quicklime can reduce the room humidity  at “X” in, Prayan Wetan, Condongcatur, Depok, Sleman, Yogyakarta.
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ABSTRACT
(Aristya Fitriasari)
The effect of the process with ionic resin to the content of the hardness of the well water  at Perum Griya Citra Asri Temuwuh Kidul, Balecatur ,Gamping ,Sleman, Yogyakarta

Background : The use of air seduh regularly may the  cause health, economy,  esthetics and  technical problems.  Based on Permenkes RI No. 416/ Menkes/ Per/ IX/ 1990 about the requirement of the clean water quality,the maximum parameter of the hardness of the well water  is 500 mg/L. Based on the result of the survey it was found that the content of the hardness of the well water  at Perum Griya Citra Asri Temuwuh Kidul, Balecatur, Gamping, Sleman Yogyakarta exceeded the standard quality, that’s 918 mg/L as CaCO3.
The purpose of the research : To recognize the effect of the process with ionic resin to the content of the hardness of the well water   at Perum Griya Citra Asri Temuwuh Kidul Balecatur, Gamping, Sleman, Yogyakarta.
Research Method:  The research applied the True Experiment through the Pre-Post Test With Control Group Design. The research took the sample at Perum Griya Citra Asri Temuwuh Kidul Balecatur Gamping Skeman Yogyakarta. The object of the research was the high hardness of the well water  at Perum Griya Citra Asri Temuwuh Kidul Balecatur Gamping Sleman Yogyakarta. The pre-experiment sample taken at the beginning of the experiment was to check the content of the hardness of the well water  , then it was processed with the ionic resin. After that the sample was taken for the post-experiment and the content of the hardness of the well water  was checked again.
Result : The process with the ionic resin can reduce the content of the hardness of the well  water  to 361.3 mg/L. After being  tested statistically using the Free T-Test, it showed that there was a significant difference before and after the process.

Conclusion : There was an effect of the process with ionic resin to the content of hardness of the well water  at Perum Griya Citra Asri Temuwuh Kidul Balecatur Gamping Sleman Yogyakarta.
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ABSTRACT

(Anita Puspita Dhewi)

THE CORRELATION BETWEEN STATUS EGRONOMI OF THE CHAIR AND TABLE WITH THE TAILORS’ EXHAUSTION LEVEL  IN WONOSARI, GUNUNGKIDUL
To sit improperly may cause exhaustion when working. It is because the chair and table used by tailors are not suitable with the ANTROPOMETRI. Based on the first survey through questioner and interview, it was found that 100% of the respondents experienced the exhaustion when working. The purpose of the experiment is to reveal the correlation between the Status of EGRONOMI chair and table with the exhaustion experienced by the tailors in Wonosari, Gunungkidul.
The research used survey with cross sectional approach. The object of the research was tailors at tailor home industry. The researched was tested with Fisher Chi Square test with α = 0.05. 25 respondents or about 38% experienced exhaustion with the classification : 40% experienced medium exhaustion, 33.33% experienced serious exhaustion, and 10% experienced simple exhaustion. Based on the True Fisher Chi Square Test, it got the result p = 0.000, which means that there’s a meaningful correlation between status egronomi chairs and tables with the tailors’ exhaustion level in Wonosari Gunungkidul.
From the result and the explanation, it can be concluded that there’s a meaningful correlation between the status egronomi chairs and tables with the tailors’ exhaustion level in Wonosari, Gunungkidul.
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