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Rifaatul Khalimalloh
Pengaruh Penggunaan Busa dan Styorofoam sebagai Peredam Kebisingan pada Mesin Penggilingan Padi di Dusun Mirikerep  Madusari Secang Magelang Tahun 2011
Ix + 55  halaman + 7 lampiran)
Penggilingan padi menggunakan mesin diesel yang pada saat beroperasi menimbulkan bising. Intensitas kebisingan yang melebihi 85 dB akan menyebabkan gangguan komunikasi serta penurunaan pendengaran pada pekerja dan masyarakat sekitar yang terpapar kebisingan. Dari survey pendahuluan intensitas kebisingan sebesar 93,82 dB sedangkan perlakuan pada busa sebesar 82,69 dB dan perlakuan pada styorofoam sebesar 85.03 dB. Kedua bahan tersebut dapat menyerap suara.

Diketahui perbedaan intensitas kebisingan pada penggilingan padi dengan penggunaan kotak kayu berlapis busa, kotak kayu  styorofoam dan kotak kayu (kontrol) di Dusun Mirikerep tahun 2011.

Penelitian ekperimen semu dengan rancangan penelitian pre test-post test with countrol  group design. Lokasi di dusun Mirikerep, Madusari, Secang,Magelang. Objek yang diteliti yaitu mesin diesel penggilingan padi dengan merek Domfleng. Penelitian dilakukan dengan pengukuran intensitas kebisingan yang ditimbulkan oleh mesin diesel penggilingan padi sebelum dan sesudah perlakuan. Pengukuran intensitas kebisingan dilakukan dengan waktu yang beriringan antara kotak kayu berlapis busa, kotak kayu berlapis styorofoam dan kotak kayu (kontrol).

Pengukuran intensitas kebisingan mesin diesel dengan menggunakan kotak kayu berlapis busa sebelum dilakukan perlakuan sebesar 93.82 dB, sedangkan sesudah perlakuan sebesar 82.69 dB. Perlakuan menggunakan kotak kayu berlapis styorofoam  sebesar 85.03 dB. 

Ada perbedaan bermakna hasil pengukuran sebelum dan sesudah perlakuan menggunkan kotak kayu berlapis busa dan kotak kayu berlapis styorofoam terhadap intensitas kebisingan.
Kata Kunci : Intensitas kebisingan, kotak kayu berlapis busa, kotak kayu berlapis styorofoam, kotak kayu (kontrol).
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ABSTRACT
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Rifaatul Khalimalloh

Influence Use of Foam and Styrofoam as Noise Reduction in Rice Milling in Mirikerep,Madusari,Secang,Magelang,2011  
(1x + 55 pages + 7 appendixes)
Effect The Use Foam and styorofoam as Shock Noise On Engine Rice Mill In the Hamlet Mirikerep madusari secang Cup magelang Year

            Rice Milling uses a diesel makes noise during its operation. The noise intensity exceeds 85 dB will cause a disruption of communication and decrease of hearing on workers and surrounding communities. From the first measuring on diesel, the intensity was 93.82 dB, while the noise in the foam treatment of 82.69 dB and treatment on Styrofoam of 85.03 dB. Both of these materials can muffle sound.
To know the difference noise intensity on the rice milling machine with the use of foam-lined wooden boxes, wooden boxes Styrofoam and wooden boxes (control) in Mirikerep 2011.

            Quasi-experimental study with the study design pre-test - post-test design with control group in Mirikerep, Madusari, Secang, Magelang. Object under study is a diesel with a brand of rice milling machine Domfleng. Research carried out by measuring the noise intensity of the rice milling machine before and after treatment. Noise intensity measurements carried out at the same time with the foam-lined wooden boxes, wooden boxes and wooden boxes lined Styrofoam (control).

Measurement of the noise intensity of a diesel by using a foam-lined wooden box prior to treatment was 93.82 dB, whereas after treatment is 82.69 dB. Treatment using a wooden box lined Styrofoam is 85.03 dB.

There are significant differences between measurements before and after treatment using the foam-lined wooden boxes and wooden boxes lined Styrofoam toward noise intensity.

Keywords: Noise intensity, foam-lined wooden box, wooden box lined Styrofoam, wooden box (control).
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